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Panzhihua Dongfang Titanium Industry Co., Ltd.(hereinafter as “ DONGFANG TITANIUM” ) 40,000tpa sulphate
process rutile TiO2 production line, based on mineral resources of sister company An'ning Iron & Titanium Co., Ltd.,

completely adopts high quality ilmenite as raw material, so that quality stability and consistency are assured.
Meantime combined with its affiliated bio-technology company, sulphuric acid plant and limestone plant,
DONGFANG TITANIUM has formed her own comprehensive advantages of resource, environment protection and
quality control, and laid solid foundation for becoming a competitive supplier of quality TiO, in a term.

Achieved ISO9001:2008 Quality Management System certification in Aug 2009, DONGFANG TITANIUM has her
own creative and market- oriented R & D center for TiO, application, new process and new product. Co-operations
with several famous professional institutes have been established as well, focusing on TiO, pigment's applications in
paint/coating, ink, plastic and paper making sectors. DONGFANG TITANIUM technical marketing team provides

customers with technical supports-and services. B
Thﬁ“b’”ochun, introduces R-5566 as the main grade currently well received in the m?ﬂ?m:*%descnbes R-5566

pigment properties and application performances in paint/coating and plastic industries, with comparlsons “to-main
grades prevailing in the market. Test and evaluation are made by the State Coating Quality Supervision & Inspection
Center~Changzhou Coating Chemical Institute, Sichuan University, Panzhihua Iron & Steel Research Institute of

Pangang Group;~Beijing Chemical University Material Science & Engineering Institute, and National Chemical
Building Materials Testing €enter. All contents are based reliable experimental data aiming for technician's reference.
Considering test by random s,amplmg Mndlnty of testing conditions, methods and equipments, the testmg
results are for reference only, and users need to make spemf’“l’C‘?rprror—te—apphcaLm:L— R
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TYPICAL DATA

[S0591-1:2000 (E) Classification __ Bulk Density, { _r._;.-"'i:-m")

ASTM D476:00 Classification Vv Average Particle Size, ( pm) 0.28

Ti0, Content,% (m/m) =930 Density, (g/em’)

Rutile Content, % =08.0 ALO,, % 2~3

PH Value

Oil Absorption,(g/100g) 18~22 Si0,.% 0.5~1.0

Color CIEL* =075 Organic Treatment | Polyol

CHARACTERISTICS

R-5566 is a rutile titanium dioxide pigment with Alumina, Zirconia and Organic surface treatment,
easy to disperse, with high whiteness and gloss, hiding power and super durability.

GLOSS

Particle Size Distribution reflects gloss of TiO2. DONGFANG TITANIUM has an elaborate control of
TiO2 particle size in production process, and by adopting advanced hydrolysis and first class coating
technologies, TiO2 finish product has fine particle size and symmetrical distribution. The advanced
depolymerization technology minimizes the bigger-sized coarse particles and ensures high gloss.

Particle Size Distribution
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Chart1 Comparisons of particle size distribution
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